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COOKING LINE

Standard Features
+ Durable stainless steel structure, corrosion-resistant \

and easy to clean - mm“m;,,,,_.... -—

+ Simple and reasonable structure, easy to manipulate ! = - L " am v I »JT
and maintain ) — | | -

* Highly efficient stainless steel burner,standby pilots ATMG-24
* Thick grill, with excellent heat storage performance and

even heating
* Independent manual controls to save the energy . \

. Adjustable stainless steel legs
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Specifications
Model | Bumers and Control Method | Gastype | tube pressure | PerBTU | To@lBTU | poouiier | nerweight| Working Dimenaion
{inW.C) B.TU.h B.TU/h (KG) Area (CM) (cm)
B Bumers NG 4 30,000 | 60,000 | 4" we.
ATMG-24 73 60x%51 | 61x70x38.5
Ll T 10 30,000 | 60,000 | 10° w.c.
NG 4 30,000 | 90,000 | 4" we.
3 Burners
ridiae 103 90x%51 | 91x70x38.5
Independent Manual control Lp 10 30,000 90,000 TR LR
NG 4 30,000 | 120,000 | 4" we.
ATMG48 4 Bumers 133 121x51 | 122x70x385
Independent Manual control LP 10 30,000 120,000 10" w.c.
24 36 48
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